
 

Aerospace Europe Conference 2023 

Joint 10th EUCASS – 9th CEAS Conference 
 

Abstract #XXX (to be filled by the organizers) 
Preferred Topics: PROPHY / NEWSPA / FLOCON  
Corresponding author: FONTANAROSA Donato   
e-mail of corresponding author: donato.fontanarosa@kuleuven.be 
Type: Oral  
Status of corresponding author: Regular  
 

Title  

Heat Transfer Assessment in a Vaporizing Liquid 

Microthruster undergoing Dual Heating Control 
 

Authors 
Donato FONTANAROSA 1*, Guido Marseglia 2,  Maria Assunta Signore 3, Angelica Maria Toscano 2, Johan Steelant 4, 

Maria Grazia De Giorgi 2, Luca Francioso 3, Maria Rosaria Vetrano 1 
 

* Corresponding author 
1 KU Leuven, Department of Mechanical Engineering, Division of Applied Mechanics and Energy Conversion (TME), 

B-3001 LEUVEN, Belgium, donato.fontanarosa@kuleuven.be 
2 Dept. of Engineering for Innovation, University of Salento, via per Monteroni, Lecce I-73100, Italy 
3 Institute for Microelectronics and Microsystems IMM-CNR, Via per Monteroni “Campus Ecotekne”, Lecce, Italy 
4 Flight Vehicles and Aerothermodynamics Engineering Section, ESTEC-ESA, Keplerlaan 1, 2200AG Noordwijk, the 

Netherlands 
 

Abstract 
Recent advancements in MEMS technology have enabled the development of secondary micropropulsion systems for 
small satellites (total mass < 10 kg), used for Earth and Deep Space observation. Among these systems, vaporizing liquid 
microthrusters (VLMs) are attractive due to their simplicity and the advantage of using lighter and smaller propellant 
tanks. VLMs provide thrust force ranging between 0.1 and 10 mN and an estimated specific impulse (Isp) above 100 s 
for water. However, in order to reach such values, liquid propellants must be heated to a temperature much higher 
than the boiling temperature, leading to detrimental explosive boiling into the flow channels. This reduces the VLM’s 
lifetime and dramatically worsens its nominal performance leading to low thermal efficiency and trust unsteadiness [1].  
We have successfully developed and manufactured a MEMS VLM that is fueled by water and based on a parallel 
microchannel system. [2]. The device has a sandwich structure that is created by using anisotropic wet etching on a 
silicon substrate, while a Pyrex substrate is fixed onto the silicon pad by adhesive bonding. Additionally, a set of 
thermistors and vapour quality capacitive sensors have been designed to equip the microthruster with local sensing 
capabilities. In our previous investigations [3][4], we have found that the optimization of the heat transfer process and, 
as a result, the maximization of the propulsive performance, is limited when using one single heating system and 
geometry. This is due to the high-density ratio of water, which makes it impossible to achieve both a high energy transfer 
and device safety simultaneously. To have a high energy transfer from solid walls to the fluid, we need to operate at 
device temperatures well above the threshold tolerated by adhesive bonding. 
In this work, we propose a new VLM design where the flow vaporization is achieved in two steps using two different 
chambers equipped with their own heating systems, which actively separate the boiling and overheating processes. To 
this purpose, a quasi-1D steady-state numerical model has been developed to solve the flow into the VLM at constant 
heat flux boundary conditions. This model has been used to provide a preliminary performance assessment of dual 
heating control and demonstrate its benefit. Furthermore,  an experimental assessment of the heat transfer process on 
a real device undergoing dual heating control is provided, and the most relevant insights are discussed with comparisons 
with numerical predictions. 
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